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CROWN GAS CONSTRUCTION DETAILS
STATION |
(A) REMOVE EXISTING SIGNAL HEAD AND REPLACE WITH A NEW 12" 5-SECTION POLYCARBONATE
BLACK FACE FAR SIDE SIGNAL HEAD ON EXISTING SPAN WIRE.
SEE DETAIL "A" |
REMOVE EXISTING SIGNAL HEAD AND REPLACE WITH A NEW 12” 3-SECTION (R. Y, G) POLYCARBONATE
BLACK FACE SIGNAL HEAD ON EXISTING SPAN WIRE.
(C) INSTALL A NEW 12”/8” 5-SECTION POLYCARBONATE BLACK FACE NEAR SIDE SIGNAL HEAD ON EXISTING SPAN WIRE.
(D) REMOVE EXISTING SIGN “YIELD WHEN TURNING ON GREEN BALL” AND REPLACE WITH A NEW SIGN (R10-12)
“LEFT TURN YIELD ON GREEN BALL” ON EXISTING SPAN WIRE. |
(E) USE EXISTING SPAN WIRE AND STRAIN POLE.
(F) USE EXISTING BASE MOUNTED CABINET AND CONTROLLER.
@ REMOVE EXISTING PEDESTRIAN PUSH BUTTON SIGN AND REPLACE WITH A NEW R10-4(1) "PUSH TO CROSS LIBERTY ROAD” SIGN - POLE MOUNTED.
(H) FURNISH & INSTALL 3 INCH WEATHERHEAD (SEE DETAIL "A").
@ INSTALL 3 INCH CONDUIT BEND IN EXISTING FOUNDATION (SEE DETAIL “A").
(J) INSTALL 3 INCH PVC SCHEDULE 80 CONDUIT - TRENCHED (SEE DETAIL "A").
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